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z.one Installation Requirements Data Form:

DICOM, Networking, and Site Planning
P.O. Number:
     
ZONARE Sales/Applications Contact:       

Customer Name:       

Account Name:       
 

Street Address:       

City, State ZIP/Postal Code:       

Install (Customer) Contact Name:       

Install (Customer) Contact Email:       

Install (Customer) Contact Telephone Number:       

IT Support Contact Name:       


IT Support Contact Email:       


IT Support Contact Telephone Number:       

Scope:

The purpose of this form is to gather all site-specific information, for submitting back to the ZONARE Sales/Service team, prior to installation of a z.one diagnostic ultrasound system.  The objective is to insure a smooth, rapid, and trouble-free installation.

General Site Requirements:

The general site requirements listed below should be checked at the Customer site, with the corresponding box in the “Verified” column marked at the completion of that process, prior to z.one system installation.

	Verified
	Issue
	Detailed Requirements

	 FORMCHECKBOX 

	Required AC Power outlets available
	System Power Requirements @ Site:  (check one)
 FORMCHECKBOX 
  100 – 130VAC, 50-60Hz

 FORMCHECKBOX 
  200 – 260VAC, 50-60Hz 
 FORMCHECKBOX 
  Other:  Specify here:       

	 FORMCHECKBOX 

	Adequate room space for installation
	System Dimensions: 
· Height:  Max operational:  157.5 cm (62 in)
· Width: 51 cm (20.1 in)

· Depth: 72 cm (28.2 in)
· Weight: 57 kg (125 lb)

	 FORMCHECKBOX 

	Adequate HVAC to meet system environmental requirements
	Environmental Requirements:

· Cooling consistent with 1024 BTU / hour system output)

· Ambient air temperature of  0 – 35o Celsius

· Ambient relative humidity of up to 80%, non-condensing

	  FORMCHECKBOX 
 yes

 FORMCHECKBOX 
 n/a
	RJ-45 network connectivity in room (for DICOM print/storage installations)
	Local connection port, to 10/100BaseT internal network used by DICOM devices (if applicable)



Special Site Requirements: (i.e. additional OEM printers, monitors, other equipment, etc.) 
Note below, any special requirements that exist at installation site which would affect z.one installation.

	Issue
	Details

	     
	      



DICOM Configuration Information:

The information below, consisting of network connectivity and DICOM device configuration parameters that will be applicable to the z.one ultrasound system upon installation, should be completed by the IT System Administrator for the Customer site.
NOTE:  Parameters noted in the “Level” column as “Required”, MUST be provided by the Customer site for all DICOMby Merge installations.  The items listed as “User Option”, have default values (shown in BOLD) in the z.one.  These parameters should be provided IF the Customer site wishes to alter the ZONARE defaults. 
DICOM Connectivity Type at Customer Site: (Check boxes below, as applicable:  Required)
  

 FORMCHECKBOX 
 DICOM “Network Store”
 FORMCHECKBOX 
 DICOM “Printer” 
 FORMCHECKBOX 
 DICOM “MPPS”
 FORMCHECKBOX 
 No DICOM Devices
General System / DICOM Setup Parameters 
	Level
	Parameter Name
	User Site Value/Setting
	Default / Special Info

	Required
	DICOM Application Title
	     
	ZONARE

	User option
	Station Name
	     
	ZONARE

	User option
	TCP Timeout (sec.)
	     
	30

	User option
	Queue Timeout (sec.)
	     
	120

	User option
	Queue Start Type
	 FORMCHECKBOX 
 Automatic            FORMCHECKBOX 
 Manual  
	Automatic

	User option
	Keep Alive Timeout (sec.)
	     
	3600

	User option
	Association Acceptor
	 FORMCHECKBOX 
 Port

Port #:      
 FORMCHECKBOX 
 Storage            
	Unchecked

104

Unchecked

	User option
	Log Level
	 FORMCHECKBOX 
 None            FORMCHECKBOX 
 Normal        FORMCHECKBOX 
 Debug    
	Normal


Network / DICOM Setup Parameters 
	Level
	Parameter Name
	User Site Value/Setting
	Default / Special Info

	Required
	IP Address acquisition method
	 FORMCHECKBOX 
 Obtain Automatically (DHCP) 

 FORMCHECKBOX 
  Use Specified
	-

	Required
	Use Specified (IP Address, if fixed)
	     
	-

	Required
	Gateway IP Address 
	     
	-

	Required
	Subnet Mask
	     
	

	Required
	Ethernet Media Type (Speed/Duplex)
	 FORMCHECKBOX 
 Auto-Negotiate               

 FORMCHECKBOX 
 100MB / Full-Duplex    FORMCHECKBOX 
 100MB / Half-Duplex
 FORMCHECKBOX 
 10MB / Full-Duplex      FORMCHECKBOX 
 10MB / Half-Duplex
	Auto Negotiate

	Wireless Bridge  (signal strength readback)
	
	

	User option
	IP Address
	     
	 

	User option
	Username
	     
	 

	User option
	Password
	     
	 


Printers (DICOM) Setup Parameters (if applicable)
Printer Make (Brand):       

Printer Model:       

	Level
	Parameter Name
	User Site Value/Setting
	Default / Special Info

	Required
	Printer Nickname 
	     
	-

	Required
	Printer AE Title
	     
	-

	Required
	IP Address (Printer)
	     
	-

	Required
	Port Number
	     
	104

	User option
	Max PDU Receive Size
	     
	16384

	User option
	Max PDU Send Size
	     
	16384

	User option
	Color Mode
	 FORMCHECKBOX 
 Color          FORMCHECKBOX 
 Grayscale
	Color

	User option
	Number of Copies
	     
	1

	User option
	Print Priority
	 FORMCHECKBOX 
 Low            FORMCHECKBOX 
 Med         FORMCHECKBOX 
 High
	Med

	User option
	Film Medium
	 FORMCHECKBOX 
 Paper         FORMCHECKBOX 
 Blue Film      FORMCHECKBOX 
 Clear Film
	Blue Film

	User option
	Film Orientation
	 FORMCHECKBOX 
 Portrait       FORMCHECKBOX 
 Landscape
	Portrait

	User option
	Film Size
	        Selections: (8x10in, 8.5x11in, 10x12in, 10x14in, 11x14in, 11x17in, 14x14in, 14x17in, 24x24cm, 24x30cm, A4, A3)
	8x10in

	User option
	Trim
	 FORMCHECKBOX 
 Yes            FORMCHECKBOX 
 No        
	Yes

	User option
	Image Display Format
	        Selections: (2x2, 1x1, 1x2, 2x1, 2x3, 3x2, 3x3, 3x4, 3x5, 4x3, 4x4, 4x5, 4x6, 5x4, 5x5, 5x6, 5x7)
	2x2

	User option
	Min Film Density
	     
	-

	User option
	Max Film Density
	     
	-

	User option
	Border Density
	     
	Black

	User option
	Empty Image Density
	     
	Black

	User option
	Magnification Type
	 FORMCHECKBOX 
 None         FORMCHECKBOX 
 Replicate       FORMCHECKBOX 
 Bilinear

 FORMCHECKBOX 
 Cubic       
	Cubic

	User option
	Smoothing Type
	     
	-


Network Store (DICOM) Setup Parameters (if applicable)

PACS Device Make (Brand):       

Device Model:       

OS Software Rev:
     

	Level
	Parameter Name
	User Site Value/Setting
	Default / Special Info

	Required
	Network Storage Nickname 
	     
	-

	Required
	Network Storage AE Title 
	     
	-

	Required
	IP Address (Network Storage)
	     
	-

	Required
	Port Number
	     
	104

	User option
	Max PDU Receive Size
	     
	16384

	User option
	Max PDU Send Size
	     
	16384

	User option
	Color Model
	 FORMCHECKBOX 
 Palette Color                      FORMCHECKBOX 
 Grayscale

 FORMCHECKBOX 
 True Color (RGB) – Color-By-Pixel     

 FORMCHECKBOX 
 True Color (RGB) – Color-By-Plane     
	Palette Color

	User option
	Remove Attributes
	Selections: (ICON Image Sequence, Sequence of Ultrasound Regions, Output Power, Mechanical Index, Bone Thermal Index, Cranial Thermal Index, Soft Tissue Thermal Index, Soft Tissue Focus Thermal Index, Soft Tissue Surface Thermal Index, Depth of Scan Field, 
	ICON Image Sequence

	User option
	Pixel Spacing
	 FORMCHECKBOX 
 Assign non-US pixel spacing from 2D US region     
	Unchecked

	User option
	Reconciliation
	 FORMCHECKBOX 
 Reconcile patient/exam information     
	Unchecked

	User option
	Object Type
	 FORMCHECKBOX 
 Store still image and cine images     

 FORMCHECKBOX 
 Cine/Multi-Frame Image

 FORMCHECKBOX 
 IQ Scan/Raw Data

 FORMCHECKBOX 
 SR Private Data

 FORMCHECKBOX 
 SR Emulation

    
	Still and Cine Images

Checked

Unchecked

Unchecked

Unchecked

	User option
	Release Association
	 FORMCHECKBOX 
 After storing each image in the exam     

 FORMCHECKBOX 
 After storing the entire exam     
	After storing each image


MPPS (Modality Performed Procedure Step - DICOM) Setup Parameters (if applicable)

	Level
	Parameter Name
	User Site Value/Setting
	Default / Special Info

	Required
	MPPS Manager Nickname  
	     
	-

	Required
	MPPS Manager AE Title 
	     
	-

	Required
	IP Address (MPPS Device)
	     
	-

	Required
	Port Number
	     
	104

	User option
	Max PDU Receive Size
	     
	16384

	User option
	Max PDU Send Size
	     
	16384


Worklist (DICOM) Setup Parameters (if applicable)

	Level
	Parameter Name
	User Site Value/Setting
	Default / Special Info

	Required
	Worklist Server AE Title 
	     
	Worklist

	Required
	IP Address 
	     
	-

	Required
	Port Number
	     
	104

	User option
	Max PDU Receive Size
	     
	16384

	User option
	Max PDU Send Size
	     
	16384

	User option
	Date Range
	 FORMCHECKBOX 
 Today   FORMCHECKBOX 
 Last 2 Days   FORMCHECKBOX 
 Last 7 Days   FORMCHECKBOX 
 All      
	Today

	User option
	Limit By Modality
	 FORMCHECKBOX 
 US         FORMCHECKBOX 
 None    Selections – Circle one if desired: (AU, BI, CD, CR, CT, DD, DG, DX, ECG, EPS, ES, FID, GM, HC, HD, IO, IVUA, KO, LS, MG, MR, NM, OP, OT, PR, PT, PX, REG, RF, RG, RTDOSE, RTIMAGE, RTPLAN, RTRECORD, RWV, SM, SMR, SR, ST, TG, US, XA, XC)    
	US

	User option
	Scheduled Station AE Title
	 FORMCHECKBOX 
 Any       FORMCHECKBOX 
 ZONARE        
	Any

	User option
	Polling Interval (Minutes)
	        Selections: (1, 3, 5, 10, 15, 30, 60, Disabled)
	5

	User option
	Maximum Entries Cached
	     
	200


Media – Removable Storage Media (CompactFlash): Setup Parameters 

	Level
	Parameter Name
	User Site Value/Setting
	Default / Special Info

	User option
	Modality 
	Selections – Circle one if non-US (Ultrasound) desired: (MG, MR, NM, OCT, OP, OPT, OT, PT, PX, RF, RG, RTIMAGE, SM, ST, TG, US)    
	US - Ultrasound

	
	
	 FORMCHECKBOX 
 Assign from Modality Worklist
	Unchecked

	
	
	
	

	User option
	Still Image Store: Compression Level
	 FORMCHECKBOX 
 None      

 FORMCHECKBOX 
 RLE Lossless

 FORMCHECKBOX 
 JPEG Lossy
	None

	User option
	Still Image Store: Compression Quality
(active only IF “JPEG Lossy” selected)
	         (85% - 100% selectable range)
 
	100 (%)

	
	
	
	

	User option
	Clip  Storage: Compression Level
	 FORMCHECKBOX 
 None      

 FORMCHECKBOX 
 RLE Lossless

 FORMCHECKBOX 
 JPEG Lossy
	None

	User option
	Clip Storage: Compression Quality 

(active only IF “JPEG Lossy” selected)
	         (85% - 100% selectable range)

 
	100 (%)
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